
• The Duo-Mix mixes and discharges dry food without fiber. 
• �Doubled inversed auger for mixing and distributing.

• Rehandling bucket with auger screw. 
• �Hydraulic door synchronized with                 

distribution with opening stops.
• �Standard flow regulation plate.

A 30-second mixing without denaturing the aliments.
Right and left distribution is available.
�Can be fitted to rear linkage, front loader and telescopic handler.
Extension chute in option.

*The weight is not contractual. *The weight is not contractual.

2 MODELS:
- �Duo-Mix Bucket for loading with the bucket.
- �Duo-Mix Tank for loading under silo (Option: weighing system).
78  models available.
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Duo-mix Tank

Duo-mix Bucket

You already have a Pick&Go bale  
unroller? Your bale fork carrier fits onto 
the Mix&Go! Unroll bales and feed dry 

food without getting out of the cab!

dry food range

how it works how it works
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how it works

Feeder bucket for dry food
�Versatililty: enables the discharge of dry food and maize silage.
Economical solution. 
The new Vega C’Max benefits from all the advantages of the new Max range : robustness, longevity and ease of use
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dry food range

Dry food mixer feeder tank

• �The Pick&Go fork carrier of the Mix&Go can also be used with other Emily attachments. 
• �Designed for front loader, rear linkage, telescopic handler and compact loader. 
• �The Mix&Go mixer feeder tank is designed to mix and distribute dry food: meal, rolled cereals, maize 

grains, pulp, minerals...
• �2 models available: front left or front right

�Simplicity: The Mix&Go mixer feeder tank needs only one double acting spool to 
mix and discharge a dry food ration. 

Performance: Fast and precise mixing/feeding

Compact attachment to feed in any building with difficult access. 

�Fits onto rear linkage of tractors, front loaders, compact loaders and  
telescopic handlers. 

�Reliability: low maintenance, flexible chute, proven bale fork carrier. 
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Duo-Mix to mix and discharge dry food

SMARTPHONE ASSISTED 
APP FOR SILO CUTTING!

Pour la distribution  
tranchée des betteraves,  
pommes de terre,  
endives…

Coupe-racine

En option sur les godets à vis Véga.

Working of the paddle wheel: 

The Mix&Go tank works with  
one double acting spool and is  
composed of two parts: one part 
with the mixer and one part with  
a paddle wheel for the  
distribution. 
No leakage occurs during the 
mixing and the paddle wheel 
enables a constant distribution. 

Works with 1 double acting spool:
 -1 mixer direction   -1 distribution direction 

(opposite to the mixer)

Available on the Get it on 

emily advantages

emily advantages

emily advantages

MACHINERY 
HANDLER

compact loader

front loader

telescopic handler

3rd point - Front/Rear

WIDTH (m) 1,30 1,50 1,70 2,00 2,40 2,60

MIXING CAPACTY (l) 390 450 700 510 800 600 940 700 1100 2000 780 1200 2200

WATER CAPACITY (l) 530 610 900 700 1000 820 1200 960 1400 2530 1060 1560 2800

WEIGHT (kg)* 320-315 380-375 550-540 420-415 590-580 450-445 660-650 480-475 730-720 1090-1070 560-555 800-790 1150-1130

MACHINERY HANDLER

compact loader

front loader

telescopic handler

3rd point - Front/Rear

WIDTH (m) 2,00 2,20 2,40

CAPACITY (m3) 1,1 1,3 1,9 1,4 2,0 2,5

WEIGHT* (kg) 560 590 680 610 710 830

New Weighing system

Weighing system (available on the Duo-Mix tank)


